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12" MIN

24" MINIMUM IN PUE
42" MINIMUM UNDER PUBLIC
ROADWAY OR AS
NOTED ON PERMIT

COVER

-

/

CLEAN UP
(SEE NOTES #20,
#21 AND #22 ON DETAIL DU-01)

MIN 3" TOPSOIL

NATURAL GROUND AT PRE-EXISTING
GRADE OR FINAL GRADE IF AREA IS TO
BE CUT OR FILLED

COMPACTED BACKFILL SHALL BE SELECT
MATERIAL, FREE OF ROCK AND CLODS
GREATER THAN 4",COMPACTED IN 6" LIFTS TO
95% MAXIMUM DENSITY PER ASTM D 698.

UNDISTURBED EARTH
WARNING TAPE

BEDDING (SEE NOTES #18 AND #19 ON
DETAIL DU-01) WHERE REQUIRED, SHALL BE
PLACED TO A MINIMUM OF 12" COVER ABOVE
THE HIGHEST ELEVATION OF UTILITY CLUSTER
OR ENCASEMENT.
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OUTSIDE
DIAMETER

_ (oo)

TRENCH WIDTH (W)

UTILITY CLUSTER OR
ENCASEMENT 0.D

W=0D+2" 0D<6.5"
W=0D+6" 6.5"<0D<18"
W=00D+24" 0D>18

SEE NOTES #4 AND #11
ON DETAIL DU-O1

FOR ADDITIONAL GENERAL NOTES, SEE DETAIL DU-01

/
\

BEDDING ENVELOPE SHALL BE WASHED SAND
WITH A MAXIMUM GRAIN SIZE OF 3/16" OR AN
ALTERNATE APPROVED BY THE PUBLIC WORKS
DEPARTMENT. (SEE NOTES #18 AND #19 ON
DETAIL DU-01)

UTILITY CLUSTER (SEE NOTE #2 ON DETAIL
DU-01) OR ENCASEMENT (SEE NOTES #3, #15,
#16 AND #17 ON

DETAIL DU—01) IN TRENCH.
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